
MISSISSIPPI DEPARTMENT OF TRANSPORTATION 
 
SPECIAL PROVISION NO.  907-713-3 CODE:  (IS) 
 
DATE: 05/01/2013 
 
SUBJECT: Admixtures for Concrete 
 
Section 713, Concrete Curing Materials and Admixtures, of the 2004 Edition of the Mississippi 
Standard Specifications for Road and Bridge Construction is hereby amended as follows. 
 
After the second paragraph of Subsection 713.01.2 on page 676, add the following. 
 
Type 1-D compound may be used on bridge rails, median barriers, and other structures requiring 
a spray finish.  When Type 1-D compound is used, it will be the responsibility of the Contractor 
to assure that the compound has dissipated from the structure prior to applying the spray finish 
and that the spray finish adheres soundly to the structure. 
 
Delete Subsection 713.02 on pages 676 & 677, and substitute the following. 
 
907-713.02--Admixtures for Concrete.  Air-entraining admixtures used in Portland cement 
concrete shall comply with AASHTO Designation: M 154.  Set-retarding, accelerating, and/or 
water-reducing admixtures shall comply with AASHTO Designation: M 194.  Water-reducing 
admixture shall meet the minimum requirements for Type A.  Set-retarding admixtures shall 
meet the minimum requirements for Type D.  Admixtures providing a specific performance 
characteristic(s) other than those of water reduction or set retardation shall meet the minimum 
requirements for Type S.  For admixtures meeting the requirements for Type S, the manufacturer 
shall provide data to substantiate the specific performance characteristic(s) to the satisfaction of 
the State Materials Engineer. 
 
In order to obtain approval of an admixture, the State Materials Engineer shall have been 
furnished certified test reports, made by an acceptable independent laboratory regularly inspected 
by the Cement and Concrete Reference Laboratory of the National Institutes of Standards and 
Technology, which show that the admixture meets all the requirements of the applicable 
AASHTO Standard Specification. 
 
The Department reserves the right to sample, for check tests, any shipment or lot of admixture 
delivered to a project. 
 
The Department reserves the right to require tests of the material to be furnished, using the 
specific cement and aggregates proposed for use on the project, as suggested in AASHTO 
Designation: M 154 and outlined in AASHTO Designation: M 194. 
 
After an admixture has been approved, the Contractor shall submit to the State Materials 
Engineer, with each new lot of material shipped, a certification from the manufacturer in 
accordance with the requirements of Subsection 700.05.1 and stating the material is of the same 
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composition as originally approved and  has not been changed or altered in any way.  The 
requirement in Subsection 700.05.1(b) is not required on the certification from the manufacturer. 
 
Admixtures containing chlorides will not be permitted. 
 
Failure to maintain compliance with any requirement of these specifications shall be cause for 
rejection of any previously approved source or brand of admixture. 
 
Admixtures shall only be used in accordance with the manufacturer’s recommended dosage 
range as set forth in the manufacturer’s approval request correspondence.  When an admixture is 
used in Portland cement concrete, it shall be the responsibility of the Contractor to produce 
satisfactory results. 
 
907-713.02.1--Source Approval.  In order to obtain approval of an admixture, the 
Producer/Suppliers shall submit to the State Materials Engineer the following for review:  
certified test reports, made by an acceptable independent laboratory regularly inspected by the 
Cement and Concrete Reference Laboratory of the National Institutes of Standards and 
Technology, which show that the admixture meets all the requirements of the applicable 
AASHTO or Department Specification for the specific type and the dosage range for the specific 
type of admixture.   
 
907-713.02.2--Specific Requirements.  Admixtures containing chlorides will not be permitted. 
 
907-713.02.3--Acceptance.  The Department reserves the right to sample, for check tests, any 
shipment or lot of admixture delivered to a project. 
 
The Department reserves the right to require tests of the material to be furnished, using the 
specific cement and aggregates proposed for use on the project, as suggested in AASHTO 
Designation: M 154 and outlined in AASHTO Designation: M 194. 
 
Failure to maintain compliance with any requirement of these specifications shall be cause for 
rejection of any previously approved source or brand of admixture. 
 
With each new lot of material shipped the Contractor shall submit to the State Materials 
Engineer, a notarized certification from the manufacturer showing that the material complies 
with the requirements of the applicable AASHTO or Department Specification. 
 
When an admixture is used, it shall be the responsibility of the Contractor to produce satisfactory 
results. 
 


